
Grundfos Holding A/S
Poul Due Jensens Vej 7
DK-8850 Bjerringbro
Tel: +45 87 50 14 00
www.grundfos.com

Find the right pump for 
your system
This detailed table provides a perfect overview of the CME 
and the NBGE pumps, outlining key dimensions and 
capacities so you can choose the best fit for efficiency, 
performance, and reliability.

Grundfos NBGE Grundfos CME

Liquid

Cooling 
Capacity 
(kW) Parameter Selection Pump Model

Speed 
(rpm)

Motor 
Power 
(kW)

LxWxH 
(mm)

25% 
Propylen 
Glycol

40
Q=6m³/h, 
h=20m

Intelligent pump CME 5-2 3449 1.1 328x122x233

Standard pump CM 10-2 2900 1.5 451x178x210

80
Q=16m³/h, 
h=25m

Intelligent pump CME 10-2 3301 2.2 388x267x258

Standard pump CRE 15-2 2900 3 491x199x210

200
Q=20m³/h, 
h=30m

Intelligent pump CRE 15-2 3047 4 466x291x312

Standard pump CM 25-2 2900 4 520x220x246

400
Q=30m³/h, 
h=40m

Intelligent pump CME 25-2 3373 5.5 483x291x312

Standard pump NBG 50-32-160/177 2995 5.5 703x242x292

500
Q=70m³/h, 
h=40m

Intelligent pump NBGE 80-65-160/166 3100 11 749x346x397

Standard pump NBG 80-65-160/173 2930 11 825x177x340

600
Q=90m³/h, 
h=45m

Intelligent pump NBGE 100-80-160/177 2930 15 825x420x463

Standard pump NBG 100-80-160/177 2930 18.5 885x289x360

1000
Q=160m³/h, 
h=27m

Intelligent pump NBGE 125-100-250/274 2980 15 893x400x463

Standard pump NBG 125-100-250/268 2900 18.5 943x228x415
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